
Slot.it - [SPONSOR'S NAME] Slot Cars Endurance championship 2009 

Technical Rules ( 0.02.0 25/03/09 En 0.1)  

1.Model cars: Porsche 956LH, 956KH, 962C, Mercedes Sauber C9, Jaguar XJR9, Lancia LC2, 
Jaguar XJR12,  Mazda 787B, Slot.it. 

1.All the parts of the model must be the ones used in the box stock cars. 
2.Their replacement, or any modification, can only be done according to the rules herein. 

2.Model chassis: only the new revision chassis sold by Slot.it for any of the allowed cars are 
allowed. These chassis are characterized by the presence of a circular revision indicator in the 
inside car, and by the embossed Slot.it logo inside a recessed square. 

1.The chassis shape and dimensions must not be modified. 
2.Each team must write the team name on the external part of the chassis. 
3.Maximum front and rear wheel width tyre-to-tyre is respectively 62.5 and 63.5.  
4.The new spring suspension is allowed suspension  if avail. before Apr. 30th as well as the magnetic 
suspension. 
5.The front axle supports are not mandatory. M2 screws can be used under the axle in their 
receptacles 
6.Should the organizer deem the team's chassis as not complying to the technical 
specification, a new off the shelf chassis will be provided by the organizers, and this new 
chassis shall be used by the team 
7.The following chassis versions only can be used: 

1.Sauber Mercedes C9:   new chassis up to release 4 
2.Porsche 962:   new chassis up to release 2 
3.Lancia LC2:   new chassis up to release 1 
4.XJR12:    new chassis up to release 1 
5.Mazda 787B   new chassis up to release 1 
6.P956LH/KH   new chassis up to release 1 if avail. before May. 30th 

7.Jaguar XJR9   new chassis up to release 1 
3.Motor Chassis: anglewinder long can CH29, (not offset), both in its new form with 4 screw holes 
(new part Feb.2008) or in the old type as well.  

1.One or two stoppers (PA25) must be used, positioned on the sides of the central support in 
the anglewinder motor mount. 
2. Spherical bushings CH14 are mandatory.  
3.Spacers are only allowed between the stopper and the motor chassis and between the 
bushing and the crown. 
4.Minimum clearance between motor and track, with new tyres and measured under rear 
axle, is 2.2mm. 
5.Washers can be inserted under the heads of the screws used for fastening the motor to 
the motor mount. 

 



 
4.Model body:  

1.Must be complete in all its parts, except for mirrors, wipers, antennas and other parts 
specified in paragraph 5.  
2.Cannot be made lighter by sanding or any other means. Weight limit: 

Code 
and 
model 

Weight 
(painted, g) 

Notes 

CA02 
(Porsch
e 956 
LH) 

review  

CA03 
(Porsch
e 962 
C) 

review  

CA06 
(Sauber 
C9) 

review With modifications for magn. susp. 

CA07 
(Jaguar 
XJR9) 

review Without rear wheels' cover 

CA08 
(Lancia 
LC2) 

review  

CA09 
(Porsch
e 956 
KH) 

review  

CA13 
(Jaguar 
XJR12) 

review  

CA15 
Mazda 
787B 

review  

 
3.Must be completely repainted so that no unpainted areas remain (no clear coat only on 
white plastic), and the body weight should be no less than the standard box stock bodies 
(according to  table 4.2). The team name must be written either on the rear wing or on the 
windshields' sunscreen.  
4.Must be attached to the chassis through the provided screw mount posts, that can be 
reinforced 
5.Windows must remain transparent.  
6.Number plates stickers, with race number and national flag will be provided by the 
organizers. 

5.Lighting Kit: Mandatory. 
1.The Lighting kit must be of the type SP16 (new), whose weight is calculated at 3.0 g, or 
SP06 whose top partweight  is calculated at 1.7g.  
2.LED's can be changed with different ones provided they have a maximum diameter of 
3mm. 
3.Wires can be replaced with different type wires. 
4.The Lighting kit must be off at the race start and turned on (a switch can be used)at the 
beginning of the night part of the race, during which the lighting kit must be working properly 
(at least three LEDs working out of four for at least 5 seconds without power).  
5.At the end of the night stints, the lighting kit can be switched off or left on, but must be 
anyway present and functionally connected (i.e. no wiring cut).  
6.In case of failure, the lighting system must be repaired during race time. If the system 



cannot be repaired, the team will be able to proceed with a penalty in laps for each stint 
raced with failed lighting system.  
7.An extra LED can be installed on the car's roof, for the purpose of car identification. 

6.Changes to the  body of the car:  
1.Body can be drilled to install the lighting kit's LEDs, which will replace the corresponding 
parts representing the lights on the model.  
2.All the Slot.it aftermarket parts (“tearproof” kits) for each model can be used.  
3.Rear wing attachment can be reinforced with glue or tape, provided the body shape is not  
substantially altered.  
4.Porsche 956 and 962 must be fit with the new cockpit code CH43. 
5.Sauber C9: if the magnetic suspension is used, the plastic parts which interferes with the 
suspension can be removed. The rear wing and its support cannot be changed. 
6.Sauber C9: removal of the old fixing tabs of the exhaust part to the body  
7.Sauber C9: no pre-angle winder bodies are allowed (exhausts must be present at all 
times)  
8.Sauber C9: the vertical fins of the parts reproducing the rear brake air intakes can be 
trimmed, in order to avoid any interference with the rear tyres.  
9.Jaguar XJR9:if the magnetic suspension is used, the plastic parts which interferes with the 
suspension can be remove. 
10.Jaguar XJR9: rear wheel cover, and its corresponding interlock plastic receptacles on the 
body, can be removed. 
11.Lancia LC2: to fit the lighting kit, the rear sides of the new chassis can be worked to allow 
positioning of the rear LEDs 

7.Mounting screws: free 
1.As many screws as in the off the shelf cars must be used. 
2.Can be replaced and must be no longer than 11.5mm, except for the suspension screws, 
which cannot be altered and are admitted both in the long and short type. 
3.The body and motor mount screws can be left partially unscrewed and must be metallic. 

8.Ballast: No ballast of sort is allowed 
9.Pick-up: Slot.it CH26 clip  or CH10 screw type.  

1.The pickup's blade can be thinned, but only on Ninco track.  
10.Braids: free 

1.Braids must be attached to the pickup through the brass eyelet like in the off the shelf cars. 
2.Braids cannot be glued to the pickup, nor soldered to the power cables.  

11.Magnets: not allowed (except for motor and magnetic suspension). 
12.Motor and pinion:  Slot.It Boxer/2 21K closed can MN08C, handed out by the organization, with 
Z12 pinion (Z11?) and no power cables. Motor and pinion cannot be changed unless under race 
direction authorization  

1.Motor cannot be fastened to the motor mount by glue or tape. 
2.Any manouver to increase the motor's performance is forbidden, included running-in and 
use performance enhancements liquid. To this purpose, the motor shall be assembled under 
scrutineer's surveillanceduring pre-race verifications and lubrification will be done with oil 
provided by the organizers. 

13.Power cables: free type 
1.Power cables can only be used to bring current to electrical devices; in particular, they 
cannot be used to change the riding height of the front axle or of the body. 

14.Axles: any Slot.it axle.  
1.Front axle can be made with indipendent front wheels system PA39, in which case one 
wheel must have a M2 grub screw, the other one must be retained through the brass 
eyelets. 

15.Wheels: Slot.it 
1.Front wheels: any of the PA17 family (Pl, Al, Mg) . Rear wheels:either PA17-Al o PA17-Mg.  
2.Wheel covers are mandatory, and must be of 'Gr.C' type: PA21/30/31/34 .  
3.The white Venturi lid can be omitted from BBS wheel insert PA21.  
4.Wheels cannot be glued to their axles.  

16.Crowns: Slot.it 
1.Admitted crowns: all AW crowns with short hub.  
2.Crowns cannot be glued to their axles.  

17.Tyres: Slot.it 



1.Front tyres, visibly marked Slot.it, must cover the wheel entirely, must have a diameter not 
smaller than 16.8mm, and such diameter must be constant across the wheel's section. (ok 
PT19).  
2.Rear tyres will be assembled under scrutineer's surveillance during pre-race verifications 
and lubrification will be done with alcohol or other liquid provided by the organizers. Tyres 
cannot be glued to the rim. No other substance can be added to the tyres except for those 
provided by the organizers.  
3.Rear tyres will be 20x11 in P5 compound (PT22) or F22 . 6 P5 or Y F22 complete rear 
couples will be handed out. (Y to be defined) 

18.Throttles: Any type, even self-built. 
1.the maximum voltage and maximum current available at the throttle's contacts must not be  
larger than those provided by the power supply, and the lowest available voltage must not be 
any lower than the power supply's ground. 
2.Track connection is depending on the specific venue 

19.Power supply: track voltage will be in the range 12V-12.5V, stabilized, with DS5 power supply 
(at least 1 DS5 every 4 lanes), and will be announced before the practice sessions start. 
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20.Spares: each team must deliver to the organizers, who will store it in a team private box,  the 
spare parts deemed necessary for the entire race. 

1.Body cannot be replaced. 
2.Should the spare chassis break, a further chassis will be allowed after technical 
scrutineering by the Race Direction. 
3.List of Spares (further spares can be added according to the race direction decisions): 

Pickup 3 

Braid, 
eyelets 

Free 

Power cables Free 



Crowns 4 

Wheels 6 

Pinions Z12 
6.5mm 

3 

Wheel inserts 4 

Motor 
(handed out) 

1 

Front wheels 4 

Rear tires handed out 

Chassis 1 

Motor mount 
with bearings 

1 

Lighting kit 1 

Magnetic 
suspension 
(complete) 

2 

Spring 
suspension 
(complete) 

2 

Body and 
motor mount 
screws 

free 

Motor screws 
and washers 

free 

LEDS free 
 
Revisions 

0.1 11/03/09 



Sport rules ( 1.00 11/03/09 EN 0.1)  

Foreword: Race management regarding: track, timetable, free tests, warm up, lane change, night time, 
beauty contest, driver's change rules, car handling to and from pitlane, race itself and anything not described 
in the present rule, which is an integration of the local rule of each race. 

1.Rules acceptance: Submitting a model car to the technical scrutineering implies knowledge and 
acceptance of the technical rules. Submission of a obviously illegal model is deemed as fraudolent 
behaviour and is severely sanctioned. Sanctions can only be decided by the race director and goes 
from warning, to laps penalty, to disqualifying and removal from Championship should a model be 
considered willingly illegal. The same will be applied for technical alteration of model cars during 
race time.In case of doubt about the meaning of the Rules, English version shall prevail. 

2.Team members: from 4 to 6 drivers 

3.Minimum and maximum driving time: local rules 

4.Choice of model: The teams taking part to the Championship should select a model representing 
a car from a different brand at each race, models being so grouped by brand: 

1.Porsche: 956LH, 956KH, 962C 
2.Sauber Mercedes: C9 
3.Lancia: LC2 
4.Jaguar: XJR9, XJR12 

5.Mazda: 787B 

5.Marshals: local rules 

6.Changes to the model: after scrutineering no changes are allowed to the model until the start of 
the race (warm up is not race time). After the start of the race, the model can be worked on in the 
pitlane only, by the mechanic, who can be external to the team, using the spare parts that were 
delivered to the organizers during scrutineering.  

7.Pit Stop Handling: local rules 

8.Model mandatory fix: loss of essential parts (rear wings, cockpit windows or windshield, wheels 
and/or inserts, body parts greater than 1cm2) must be repaired during race time before the end of the 
stint during which the team is notified by the race direction. 

9.Oiling and cleaning: only in pitlane and only with the provided liquids and rags. 

10.Inspections in race time: Racing direction reserves the right, at any time, to inspect a team's 
model. This can be decided upon another Team's request or autonomously by the Race Director. 
Should the verifying take place during race time, a lap compensation will be given to the verified 
team, based on the average number of laps (excluding pit stop laps) made in the current stint by the 
team under inspection. 

11.Comunications: local rule 

12.Penalties: these are under the control of the local race direction. However, the following applies: 

1.Smoking: 15 laps 

2.Missing marshall: 15 laps + 2 times the number of the laps raced by the fastest car during the 
time when the marshall was not present.  
3.Malfunctioning lighting kit: 15 laps per night stint with malfunctioning lighting kit 

4.Removal of lighting kit harness: 15 laps 

Revisions 

0.1 11/03/09 



SLOT.IT - [SPONSOR'S NAME] EUROPEAN SLOT CARS ENDURANCE CHAMPIONSHIP 2009 

 
based on 24 hours endurance races. Races will be run with Slot.it Group C 1/32 slot cars, according to the 
following rules 
 
 
TEAMS 
Eligible Teams may be composed of at least 4 and at most 7 drivers, regardless of nationality. The team 
nationality will be defined by the majority of the nationalities of the racers. 
Each Team must submit the Championship entry within March 31st 2009. For the first year, no fee is 
required for teams willing to take part but please, only send the entry when reasonably sure to take part to all 
the races. 
 
Each Team must communicate, before the first race, the list of 7 drivers who will participate at the races.  
Each race must be raced by at least 4 and at most 6 drivers. Each driver can be a member of one Team 
only. Eligible Teams regularly registered within March 31st will have priority in the entry to the races of the 
Championship 
 
WINNER OF THE CAMPIONSHIP 
The title of 'Slot.it European Endurance Champion 2009' is bestowed  upon the Team which scores most 
points in the overall classification. In case of deuce, the total number of Km raced by the teams during the 
races will be added to determine the winner 
Scoring will be as follows: 1st  = 25 points, 2nd = 20, 3rd  = 17, 4th  = 15, 5th  = 14, 6th  = 13, 7th  = 12, 8th =11, 
and so on until the 18th position which receives 1 point. 
 
RACES 
The racing calender is as follows: 
1) Verbano (ITA): June 27th - 28th  
2) TBA: Sep 19th - 20th 
3) Igualada (ESP): October 17th - 18th 
 
Teams cannot use cars representing one brand more than once in the Championship, that is, Teams must 
change 'brand' each race, 'brands' being Porsche, Jaguar, Lancia, Sauber, Mazda 
 
 


